**1. PREPARATION**

**Power Supply & Tape Cassettes**

- Please refer to the enclosed manual for complete instructions.

**APPLICATION**

- To cancel operations, press .

**CAUTION**

- Only text will be cleared.

**2. OPERATION**

**Keyboard & LCD**

- When using optional AC adapter (AD-975/AD-976), insert the plug on the adapter side into the machine, and then connect to the wall outlet with the AC adapter.

**General Precautions**

- Do not use the P-touch labeler in any way or for any purpose not described in this manual. Improper handling may cause malfunction and damages.

**3. REFERENCE**

**Troubleshooting**

- Error message

**GETTING STARTED**

- To return to [Auto], press .

**SPECIFICATIONS**

- The machine automatically turns off if no keys are pressed within the time period of about 10 minutes.

**REFERENCES**

- To initialize the settings, turn off the machine and then while pressing OFF, press .

**MAKING TEXT**

- If you need to locate a service center, please call 1-800-284-HELP or visit us at www.brother.com

**DESIGNING LABELS**

- Enter key

**PRINTING LABELS**

- Do not apply excessive pressure to the cutter lever.

**4. CREATING LABELS**

- Enter a text in one style and press . After that, cancel feeding (see "Feeding (Tape Feed)").

**GUIDE**

- Do not place the P-touch labeler in direct sunlight or rain, near heaters or other hot places.

**REFERENCE**

- Do not leave the P-touch labeler in a high-humidity environment.

**USEFUL FUNCTIONS**

- To add Time/Date: (Auto Format)

**File (Memory)**

- You can store one label & format to the memory. Up to 15 labels can be stored to the memory.

**To Load:**

- Enter the text you want to print, and then press .

**To Open:**

- Press .

**Time/Date Function**

- You can check the date and time by pressing the time button. The date and time are displayed.

**To select the format of Time/Date:**

- Check the display.

**To change the Clock Setting:**

- Press .